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CONNECTORS

Features: compression connection.

Material: aluminum and/or copper.

Application: electrical connections involving 
copper and aluminum wires and cables in 
Aluminum - Aluminum and Aluminum - Copper 
combinations.

Crimpt

Stirrup

CONDUCTORS (AWG) STRIP

Cu CA / CAA AWG
1/0 - 4/0 1/0 - 4/0 2

REFERENCE

CONDUCTORS APPLICATION TOOL

SIDE A  LADO  B MECHANICAL HYDRAULIC

CA - Cu CAA CA - Cu CAA MATRIX N° MATRIX N°

CAC - 1 1/0 - 2/0 2 - 2/0 F14 - 8 ---------- O 2 O 1

CAC - 2 1/0 - 3/0 1/0 - 3/0 4 - 1/0 6 - 1/0 ---------- ------ H 2

CAC - 8 336,4 336,4 336,4 336,4 ---------- ------ N 3

CAC – 2-3/0 / F14-8 1/0 – 3/0 2 – 3/0 F14 - 8 ---------- O 2 0 1

CAC – 16-35/2-8 16 – 35 mm² ---------- 2 – 8 mm² ---------- BG 2 BG 1

CAC – 16-35/16-35 16 – 35 mm² ---------- 16 – 35 mm² ---------- ---------- ------ D 2

CAC – 35-70/10-25 35 – 70 mm² ---------- 10 – 25 mm² ---------- O 2 0 1

CAC – 35-70/2-8 35 – 70 mm² ---------- 2 – 8 mm² ---------- O 2 O 1

Used for compression connections involving copper and aluminum wires and cables in
Aluminum-Aluminum and Aluminum-Copper combinations with the use of stirrup.

ALUMINUM COMPRESSION CONNECTOR
TYPE - CRIMPT AND CRIMPT WITH STIRRUP


